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QNAP QVP-41B-8G-P verkkovideotallennin musta

Tuotemerkki : QNAP Tuotekoodi: QVP-41B-8G-P

Tuotteen nimi : QVP-41B-8G-P

QNAP QVP-41B-8G-P. Video input kanavat: 8 kanavaa, Sisäinen muisti: 8192 MB, Sisäisen muistin tyyppi:
DDR4. HDD-käyttöliittymä: SATA II, SATA III, Asennetun tallennuskapasiteetin kokonaismäärä: 4 GB,
HDD-koko: 3.5". Verkkostandardit: IEEE 802.1Q, IEEE 802.1p, IEEE 802.3ab, IEEE 802.3af, IEEE 802.3at,
IEEE 802.3az, IEEE 802.3u,.... Tuotteen väri: musta, Sertifiointi: CE, FCC, VCCI, BSMI. Prosessorin taajuus:
2 GHz

Performance

Video input channels * 8 channels
Internal memory 8192 MB
Internal memory type DDR4
Number of fans 1 fan(s)
Input bandwidth 264 Mbit/s

Wireless LAN features

Wi-Fi * ×
Hard drive

HDD capacity * 0 GB
Number of HDDs supported 4
Total installed storage capacity 4 GB
HDD interface * SATA II, SATA III
HDD size 3.5"
RAID support ✔
RAID levels 0, 1, 5, 10, JBOD

Ports & interfaces

Ethernet LAN (RJ-45) ports * 14
Power over Ethernet (PoE) ✔
Power over Ethernet (PoE) ports
quantity 16

HDMI output ✔
HDMI ports quantity 2
USB 3.2 Gen 1 (3.1 Gen 1) Type-A
ports quantity 3

Networking standards
IEEE 802.1Q, IEEE 802.1p, IEEE
802.3ab, IEEE 802.3af, IEEE
802.3at, IEEE 802.3az, IEEE 802.3u,
IEEE 802.3x, IEEE 802.3z

Features

LED indicators ✔
Reset button ✔

Features

On/off switch ✔
Product colour Black
Certification CE, FCC, VCCI, BSMI

Processor

Built-in processor ✔
Processor cores 4
Processor frequency 2 GHz

Display

Built-in display ✔
Display type LCD

Power

Power consumption (typical) 43.584 W
AC input voltage 100 - 240 V
Power 250 W
Power over Ethernet (PoE) power
per port 30 W

Total Power over Ethernet (PoE)
budget 140 W

Operational conditions

Operating temperature (T-T) 0 - 40 °C
Operating relative humidity (H-H) 5 - 95%

Weight & dimensions

Width 295 mm
Depth 224.8 mm
Height 130 mm
Weight 4.08 kg
Package weight 5.34 kg

Logistics data

Harmonized System (HS) code 85219000
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